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SIZE OF ROOM 

Light colors, especially 
on walls, make rooms 
look larger. Dark colors 
make rooms look 
smaller. The size oi the 
room will guide your 
selection of the dark- 
ness or lightness of the 
colors you choose. 





USE OF ROOM 

Nurseries should be 
done in lighter tones. 
Roomsthat havecon- 
stant rough usage 
should use rugged 
tones. Dining and 
break fast room s 
should be in cheer lul 
colors. 




AMOUNT OF 
DAYLIGHT 

For sunny rooms 
choose cool, darker 
tints. North rooms 
need warm, light 
colors. Eastern and 
western exposure 
rooms present no 
particular problem. 



CHARACTER 
OF ROOM 

I f you wish to 
create a gay, social 
atmosphere, use 
light and bright 
colors. For a quiet, 
intellectual back- 
ground, select dark- 
er, more restrained 
shades. 
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These pictogram color schemes are keyed to the rug. 
The rug may last ten to twenty years, whereas the walls 
receive more frequent beauty treatments. Dozens of 
other color combinations could be used, but these give 
the general idea. 

Incidentally , the most important color in a figured rug is the one to 
use as the key to the color scheme. Keep y^our color scheme simple. Con- 
fusion results when too many colors are used. 

If you have an individual decorating problem, the USG Color Stylist, 
300 W. Adams St., Chicago, will gladly help you. Your Texolite Paint 
Dealer has a convenient data sheet which will help you give her all the 
necessary information. 




WAUS: Rose IkiRc— 
CEILING: Ivory. 



IF YOUR RUG IS BROWN, BEIGE OR RUST 

WALLS: Ttniuoisf Mist — 
CEILING: t .irikiiia While. 



THREE WALLS: April Gnon-l WALL: C+ri.ir 
CEILING: Tusk Ivory. LINING OF BOOK- 
SHELVES: April Green. 
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THREE WAllS: April Green— 1 WAll: Sunset Coral. 
CEIIING: Gardenia While. 



IF YOUR RUtS IS GREEN 

WALLS: l{(>s« Beige— 
CEILING: Powder Gray. 



WALLS: {;..l(l. n Uull -LINING OF BOOK- 
SHELVES AND CEILING: Slitralun Green. 
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TEXOLITE Magic No..2 




FainI Sensation— of the nation— mix 
with water— 1 gallon of paste makes 
1 Yi gallons of paint — enough to do 
an average room — size 12 x 14 x 8 ft. 



Presfo, Change — applies easily and 
quickly over almost any interior 
surface with one coat — dries nor- 
mally in one hour or less. 



TEXOilTE Magic No. 3 



Ready for Guests — a new, colorful 
interior with no lingering disagree- 
able paint odor. Redecorate and be 
ready to entertain — the same day. 



•Reg. Trademark T-4 





DECORATOR'S COLORS ^; 




READY-MIX 

Available in 11 colors (show n hen 



ROSE BEIGE 




SUNLIGHT YELLOW GOLDEN BUFF 

Thes^ color chips give as faithful a reproduction of Texolite's beautiful colors as is ;> 



ED COLORS 

) and (iardenia White (not shown) 



i 

POTTERY HLUE 



APRIL GREEN 



COLONIAL CREAM 



x)8sible 



PEACH CLOW 



MEDIUM 
YELLOW 



CORN YELLOW — 1 qt. 

Medium Yellow, 1 
gal. Gardenia White. 



JONQUIL YELLOW — 

1 pt. Med. Yellow, 1 
gal. Gardenia White. 




CANYON BUFF— 2 CHAMOIS — 1 pint 

RAW SIENNA qts. Raw Sienna. 1 Raw Sienna to 1 gal. 

gal. Gardenia White. Gardenia White. 




PALACEBLUE— 1 qt. TURQUOISE MIST— 1 

TURQUOISE Turquoise to 1 gal. pint Turquoise to 1 
Powder Gray. gal. Powder Gray. 



DEEP TINTING COLORS 



Available in 12 deep tinting colors (shown here) and Black (not shown) 




GEORGIAN GREEN — SHERATON GREEN — 

DEEP GREEN 1 qt. Deep Green to 1 pint Deep Green to 
1 gal. Powder Gray. 1 gal. Powder Gray. 




PARK RIDGE BLl i:— POWDER BLUE — 1 

DEEP BLUE 1 qt. Deep Blue- to 1 pint Deep Blue to 1 
gal. (iardenia Whit f. gal. Gardenia White. 




SUNSET CORAL— 1 DUSTY PEACH— 1 

RED ORANGE qt. Red Orange to I pint Red Orange to 
gal. Powder Gray. 1 gal. Powder Gray. 



JAMESTOWN ROSE— DUSTY ROSE— 

BRKillT RED 1 pint Bright Red to pint Bright Red to 
1 gal. Powder Gray. 1 gal. Powder Gray 




SMOKEGRAY— 2qtS. BIRCH GRAY — 1 pint 

RAW UMBER Raw Umber to 1 Raw Umber to 1 
gal. Gardenia White, gal. Gardenia White. 




PHLOX — 2 qtS. Ma- HOLLAND PINK — 1 

MAGENTA genta to 1 gal. Gar- pint Magenta to 1 
denia White. gal. Gardenia White. 



LIGHT 
YELLOW 



CANARY YELLOW— I 

qt. Light Yellow, \ 
gal. Gardenia White. 



SUN VALLEY YELLOW 

1 pt. Light Yellow, 1 
gal. Gardenia White. 





READY-MIXED COLORS— Texolite ready-mixed tints are 
smartly styled to present-day trends and color schemes. 
The variety of tones affords a wide choice of decorative 
treatment with minimum of fuss and bother. Just choose 
your color — thin with water — and paint. 

TEXOLITE DEEP COLORS— Here are all the "Colors of the 
Rainbow" from which to choose. These can be mixed 
with each other or reduced in intensity. You can match 
almost any hade of rug or drapery and have all the lati- 
tude of an artist mixing his colors on a palette. The Color 
Guide shows some of the unlimited tints that may be 
^ achieved by mixing deep colors with white or gray. 

" ir 'I ' 




Covers wallpaper like magic. Be sure the wallpaper is 
firmly bonded and has no aniline dyes or metallic coatings. 



Fresh, clear color — easily, quickly applied over dull, drab 
surfaces. It's fun, soon done, costs next to nothing. 



ALL OF THIS IS DONE BY ONE . . . 




TEXOLITE 




NO NEED FOR EXPENSIVE THINNERS 



NO SIZE OR PRIME COAT NEEDED 
over most interior surfaces. 



EASY AND QUICK 
TO APPLY — Dries 
to a flat finish with- 
out offensive odor. 



PROVIDES NEW ECONOMY— 
One gallon mixed with water 
equals 1 gallons of paint. 




DRIES IN JUST ONE HOUR— 
Rooms refinished the some day. 



HERE IS HOW 




MIX TEXOLITE PASTE— Slowly add one part 
water to two parts paste For best results, 
water should be appro.ximately room temperature or 
slightly warmer. Add about % of total water first and 
stir to an even consistency. Balance of water should 
then be added gradually in small quantities with con- 
tinual stirring. If it is not used at once, keep the mix 
tightly covered. Never mix in a wooden bucket. 

MIXING TEXOLITE POWDER-To each 5 lbs. of Texolite . . . 
first pour four pints of lukewarm water into mixing 
bucket, then slowly add 5 lbs. of Texolite and stir 
thoroughly. Let mix soak for thirty minutes . „ . then 



YOU CAN MIX AND APPLY IT! 

stir well and thin by adding one-half to one pint of 
additional water. Use only clean mixing pails. Never 
use wood. 

TINTING WITH TEXOLITE- Add a small amount of water 
to Deep Color Paste— enough to bring it to a creamy 
consistency. Then add this creamed paste to Texolite 
which has been reduced to same consistency. After 
thorough intermixing, slowly add remainder of water in 
small quantities with thorough stirring. Total water 
should be in ratio of two parts of paste to one part of 
water. Mixed paint must be strained through cheese- 
cloth before using. 



first AidWB^s 
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GREASY WALLS 

No paint will adhere to 
walls covered with grease 
or heavy soot. It is best to 
wash them with a strong 
washing compound. Be 
sure all traces of washing 
comp>ound are removed 
with clear water. Glossy 
surfaces should be dulled 
by washing in the manner 
described to assure tight 
adhesion of the paint. 




FOR DARK TONES 

Deep tones especially of 
rich blues, reds or greens 
carry a large percentage of 
brilliant pigments which 
magnify irregularities of 
suction in wall surfaces. It 
is well to apply Texolite 
Primer or oil type primer 
lirst to equalize suction 
and insure against color 
streaks when Texolite 
Deep Colors are used- 




LOOSE OR TORN WALLPAPER 



Wallpaper should be firm- 
! V bonded to wall. Ex- 
inine for loose spots. It 
More is any question, tin- 
«M)se paper should be re- 
moved as it will have a 
ndency to blister when 
paint is applied. Note: 
Wallpaper that has been 
printed with water solu- 
ble dyes or metallic colors 
should not be painted with 
water thinned paint. 




SCRAPING 

Remove loose sect ions 
of pajxir. The edges 
should be covered 
with Spackling Com- 
pound which is work- 
ed to a feather edge. 




SANDING 

When dry, the 
"spackled" edges 
should be sanded to 
avoid any sharp 
edges. Remove all 
dust left by sanding. 
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TOUCH UP 

Areas from which 
I)i>per has been re- 
moved should be 
primed with a spot 
coat of paint be- 
fore paintmgthe en- 
tire surface 



PEELED PAINT 



OPEN CRACKS 




All loose or peeled paint should 
be removed with a scraper or 
broad knife, and scraped areas 
should Ije sanded to eliminate 
sharp edges where paint has 
been removed. It is ROod prac- 
tice to prime surfaces from 
which paint has been removed 
with a spot coat of Texolite 
before applying a full coat. 



TEXTURE 



SCRAPING 

To repair lar.u'c 
cracks or loose or 
broken plasit r. cut 
out all I(>os( DlashT 
with kiiilt . Make 
an i n v (>r I ( (i V a t 
edj^cs to insure t iiMii 
bond KemoNf all 
broken piaster and 
dusl. 



PATCHING 

Red Tf)p I\atchinij 
Plaster should be 
used. S<e that the 
crack or broken area 
is thoroughly mois- 
tened. If W(X)d lath 
is exjiosed, soak it 
t horou^^ hi y. Mix 
plaster with water 
and apply, working 
well into the lath. 



SANDING 

Sandpaper the 
|)a Idled area to pro- 
duce a smooth sur- 
face. Be sur<' to sand 
ed^^es well to remove 
any patching; plas- 
ter which may ad- 
here to old wall sur- 
face. Remove all 
the dust of sanding. 



TEXOLITE 

Appl V a prime coat 
of Tf.xohte t()|)aich- 
ed areas and allou to 
dry before jiainlinR. 
This will help ob- 
tain a snioot her ap- 
pearance and climi- 
nale I)lot.cIuricss. 



.ill I ; , p. 11 II I .111(1 p.iU iiin« piixlii. ts lollow I 




NAIL HOLES 



Many interesting effects may 
be obtained, from a light 
orange-peel stipple tea heavy 
Spanish-type texture, by using 
Textone, the Plastic Paint. 
Thickness of Textone and 
heaviness of application de- 
termine the degree of texture. 
Textone dries extremely hard 
and is a durable, lastmg wall 
texture which may be deco- 
rated with Texohte. 



FILLING 

Small cracks and nai. hoh^s 
tTKiy be coinplettly coi tcali d 
usinc: use; Si)ackliiu: Com 
pounfi. Mix SjKicklini; Com 
iH)un(l with water anrl apply 
lo the lirokcn area vith a 
put t y 1. nile or ot her tool. 




SANDING 

.After Spackling Com- 
pounrl has dru'Ci. sand 
patclufl areas to a Ihisli. 
even surface. I ' S ( . )ack- 
I me^Conipound [)roducesa 
\ t ry sniixji h, r\(.ii surface. 



TOUCH UP 

Spot jiatched areas witli 
Tixolile and allow lo 
dry l)efont ijaintmg. 
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